POLICE DEPARTMENT
LAKE HAVASU CITY

2360 McCULLOCH BOULEVARD NORTH
LAKE HAVASU CITY, ARIZONA 86403-5947

To Whom It May Concern:

I hereby attest that Louis H. Plunkett Il is a certified Intoxilyzer Quality Assurance Specialist for

the Lake Havasu City Police Department.

I certify that the attached documentation of Standard Quality Assurance Procedures and/or

Standard Calibration Check Procedures are a full, true, and correct copy of the original.

SYr A

Signature

STATE OF ARIZONA )
) SS
COUNTY OF MOHAVE )

Subscribed and sworn to before me thisz_(ii\day Of‘it%_\\;q Yy : 20‘8
oy L Ry

SN v (N ¢ i X
NOTARY PUBLIC

(| TS
DATE

Commission expires:

SHAWNA MCKNIGHT
Notary Public - Arizona

Mohave County
My Comm Expires May 4, 2021

Area Code 928

Administration ........................ 855-4884 Fax #'s Emergency ...
Business Office ...................... 855-1171 Administration ........................ 680-5430 Non-Emergency Dispatch/ . ..
Investigations ........................ 855-5775 Business Office ..................... 680-5431 TDD

................................... 855-0515 Investigations/Patrol .............. 680-5432 Havasu Silent Witness
E-mail: police@lhcaz.gov

. 855-4111

855-4114
854-TIPS



&Vﬁ ARIZONA DEPARTMENT OF PUBLIC SAFETY . AdminUseOnly
M !W CRIMINAL JUSTICE SUPPORT DIVISION CR¥
, INTOXILYZER SERVICE REQUEST _om“m_
nitials:
, Date Submitted Intoxilyzer Serial Number
[] Repair
[X] Preventative Maintenance Sep 25, 2018 80-003356
Submitting Agency Name Location of Equipment/Agency
LAKE HAVASU CITY PD 2360 MCCULLOCH BLVD N, LAKE HAVASU CITY, AZ 86403
Last Name First Name Badge
PLUNKETT IlI LOUIS 253
Cell or Primary Phone Work Phone Email
928-680-5422 plunketti@lhcaz.gov
Other Equipment Sent:

[X] Gas Cylinder
[] Power Cord

Problem Description (if applicable) (please be specific)

THIS UNIT IS SCHEDULED FOR ITS ANNUAL PM.

DPS 802-06776 201403




13 AAC10 Arizona Administrative Code

Title 13, Ch. 10

Department of Public Safety - Alcohol Testing

Exhibit G-2. Standard Calibration Check Procedure, Intoxilyzer Model 8000

THIS REPORT PREPARED PURSUANT TO DUTY IMPOSED BY A.A.C. R13-10-104(A)

ARIZONA DEPARTMENT OF PUBLIC SAFETY

STANDARD QUALITY ASSURANCE PROCEDURES
INTOXILYZER MODEL 8000

STANDARD CALIBRATION CHECK PROCEDURE

QA SPECIALIST Loms w. ®Lovwey o= . AGENCY vmceres. . _
DATE payemg=da . . . e TME o8 — _
INTOXILYZER SERIAL # HO=ro®EZey, _ LOCATION VMACDTS, B - - B
(><) 1. Ensure that gas tank is attached to instrument and contains a standard alcohol concentration solution oy AC
OR
Pour a standard alcohol concentration solution __ AC, into a clean dry simulator and assemble the simulator. Ensure

that a tight seal has been made. Turn on the simulator and allow temperature to reach 34° C + 0.2° C

(><) 2. Intoxilyzer 8000 display reads “PUSH BUTTON TO START”

(><) 3. Go to the “Control Testing Menu”. Select “D” for dry control test or “W” for wet control test. After selec

ENTER.
(><) 4. Airblank completed.
(><) 5. Calibration check completed. Test results O.omgy AC.

(<) 6. Air blank completed.
(><X) 7. Remove printed record. Attach the record to the completed checklist,

SIGNATURE g%:-mav e

DPS Form Exh G-2 {Rev 05-01)

Historical Note

tion is made press

New Exhibit G-2 made by final rulemaking at 12 A A.R. 1916, effective 9:00 a.m., May 18, 2006 (Supp. 06-2).

September 30, 2016 Page 13

Supp. 16-3
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13 AL AC10 Arizona Administrative Code Title 13, Ch. 10
Department of Public Safety - Alcohol Testing

Exhibit G-4. Standard Quality Assurance Procedure Intoxilyzer, Model 8000
THIS REPORT PREPARED PURSUANT TO DUTY IMPOSED BY A.A.C. R13-10-104(A)
ARIZONA DEPARTMENT OF PUBLIC SAFETY

STANDARD QUALITY ASSURANCE PROCEDURES
INTOXILYZER MODEL 8600

STANDARD QUALITY ASSURANCE PROCEDURE

QA SPECIALIST s oume v Praaswwy w=. . AGENCY sacen -
DATE py-@sama@d oo TIME g
INTOXILYZER SERIAL# @o.coxzse . . LOCATION Lacor

(3<) 1. Display Reads “PUSH BUTTON TO START”

DIAGNOSTIC TESTS
(><) 1. Clock time check.
(><) 2. Date check.

OPERATIONAL TESTS
(><) 1. Alcohol-free subject test result 0. gy AC.
(<) 2. Error recognition logic system tunctioning.
Not a Successfully Completed Test Sequence printed
(5<) 3. Proper sample recognition system.
Not a Successfully Completed Test Sequence printed
Deficient sample printed. ‘
(><) 4. Standard Calibration Check standard 0.y AC. Result 0. oy AC.

Instrument is operating properly and accurately. YES ¢ NO

COMMENTS G-2]G-mlG-2 ooNE. ROk ANl PAA S,

(RT RFE1_DOURMEGE DESICAEMD T SHAMOLE. TS . . e e

MMPROPER. SHMPLE. DUORNIG SR BV . - S,

DPS Form Exh G-4 (Rev 05-01)

Historical Note
New Exhibit G-4 made by final rulemaking at 12 A.A.R. 1916, eftective 9:00 a.m., May 18, 2006 (Supp. 06-2).

September 30, 2016 Page 15 Supp. 16-3
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13 A. A c10 Arizona Administrative Code Titie 13, Ch. 10
4 Department of Public Safety - Alcohol Testing - e

Exhibit G-2. Standard Calibration Check Procedure, Intoxilyzer Model 8000

THIS REPORT PREPARED PURSUANT TO DUTY IMPOSED BY A.A.C. R13-10-104(A)
ARIZONA DEPARTMENT OF PUBLIC SAFETY

STANDARD QUALITY ASSURANCE PROCEDURES
INTOXILYZER MODEL 8000

STANDARD CALIBRATION CHECK PROCEDURE

QA SPECIALIST pousg wm. Poomswesy s . AGENCY waeew
N N N — . ME ey, S
INTOXILYZER SERIAL #  gpy s zmets. . LOCATION tceoxs . B
(><) 1. Ensure that gas tank is attached to instrument and contains a standard alcohol concentration solution ano . AC
OR
Pour a standard alcohol conceatration solution - JAC, 1nto a clean dry simulator and assemble the simulator. Ensure

that a tight seal has been made. Turn on the simulator and allow temperature to reach 34° C + 0.2° C
(><) 2. Intoxilyzer 8000 display reads “PUSH BUTTON TO START”
(3X) 3. Go to the “Control Testing Menu”. Select “D” for dry control test or “W” for wet control test. A fier sclection is made press

ENTER.
(<) 4. Airblank completed.
(3X) 5. Cablibration check completed. Test results Opa-1__ AC.

(X)) 6. Air blank compleied.
(><) 7. Remove printed record. Attach the record to the completed checklist.

SIGNATURE %—m e

DPS Form Exh G-2 (Rev 05-01)

Historical Note
New Exhibit G-2 made by final rulemaking at 12 A A.R. 1916, effective 9-:00 a.m., May 18, 2006 (Supp. 06-2).

September 30, 2016 Page 13 Supp. 16-3
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